XP Series
Automatic

Wl Au
e OWING Gate
Opener

e SOLAR ¢ 240v » 12v

e Single and Double Kits
e For all types of Rural, Light
Industrial and Domestic Gates ,,cTrALIAN MADE

~ MOUNTING PLATE!
VALUE - +50

"BONUS OFFER
SPRING 2014

- 2 WIRELESS KEYPADS
- 2EXTRA BONUS REMOTES
- MOUNTING PLATES TO SUIT

VALUE: 3490

SUN-POWER XP Gate Drive e Self Locking feature

Systems are available to operate
with....
e SOLAR POWER —™ |
e 240V
e 12V Battery

Electronic Circuit Control Board —

Allows choice of feature’s’/

Chassis is Zinc plated

Laser cut steel
—.-.-._._-_-_-_._._._-—-—-'——
Bronze bushes on

Rotating Shafts & Gears

XP Gate drive system will

operate up to 130°

Primary Unit lllustrated

gate is locked closed
¢ Pre-wired controller
e 100% Duty cycle

¢ For Gates
up to
300kg

"You may
buy cheaper, but

you cannot buy
better!”




e Standard Single SOLAR or
MAINS Gate operator Kit
includes

e Australian Made Gate Operator
Motor [100% Duty-cycle]
Logic Control Board [Pre-wired]
Zinc Plated STEEL Chassis + Cover
Zinc Plated STEEL Gears
Auto adjustable safety reverse feature
Self closing or signal to close feature
Arm Set & Gate bracket
9 Amp Hour Battery
[Fully charged battery will operate
single gate 400/500 continuous cycles*]
Quick release tool
Installation instructions
e Radio receiver [Pre-wired]
¢ 3 x Radio transmitters (Factory tested to 200 meters)
e Antenna

e 12 Watt Solar panel & bracket [in Solar Kit only]
[Panel can be located up to 50 meters from gate]

* DOUBLE GATE KITS AVAILABLE

o Options

Wireless [Radio] Digital Keypads
Digital hardwired Keypads
Intercom Audio or Video

Push Buttons & Key-switches
Push Button/Key-switch COMBO
High security electric
locking option

Photo electric safety
[Mains power units only]
Mounting Plate

AUSTRALIAN MADE

A complete range of Swing & Slide
automation is available to suit almost
every Commercial, Industrial, Rural &

Domestic applications
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N e g ot

2 wire cable / Primary Unit 12v, Solar or 240v power
Low voltage supply to Primary Unit only.
Max. load 8A@12v Note: Primary can fit to either
Double Kit lllustrated side.
Dimensions
For optimum performance all gates must be on
_— [— 140 - 32 Quality Hinges. Gates must operate smoothly & evenly.
i B i e Wind loading can affect gate operation [especially
E 1 \-§2x30 slots cad fats]
320 XP Gate Drive Systems will drive a variety of Gate Sizes
l =4 and Weights. This is dependant on the quality of
= U \ | hinge and the force required at 1 metre from the
I — ‘—_? ? hinge point to open and close the gate. 15kg is a
335 | _| |*g4 recommended maximum for gates opening in (Pull)

Side Elevation Rear Elevation

and 7.5kg for gates opening out (Push).
Suitable for Rising Hinge Gates. ©

SUN-POWER
Auto Gates

1300 MY GATE (1300 694 283)

Sun-Power Auto Gates
Creating jobs in Australia

www.sungateaustralia.net




